AIP AD 2-LKKB-1
CZECH REPUBLIC Kbely 13 JUL 23
LKKB AD 2.1 SMEROVACIi ZNACKA A NAZEV LETISTE
LKKB AD 2.1 AERODROME LOCATION INDICATOR AND NAME
LKKB - KBELY
Vojenské letisté
Military Aerodrome
LKKB AD 2.2 ZEMEPISNE A ADMINISTRATIVNi UDAJE O LETISTI
LKKB AD 2.2 AERODROME GEOGRAPHICAL AND ADMINISTRATIVE DATA
Zemépisné soufadnice vztazného bodu
1 | leti&td a jeho umisténi 50 07 16,92N 014 32 37.10E
. ) stfed/centre of RWY
ARP coordinates and site at AD
Smér a vzdalenost letisté od (mésta) L
2 . ) ) 11 km 072° GEO Prazsky hrad/Prague castle
Direction and distance from (city)
Nadmorska vySka/vztazna teplota
3 . 939 ft/286 m/ 23,3 °C
Elevation/Reference temperature
4 MAG deklinace/Ro¢ni zména 50 E (VII2022) / + 8 MIN
+
MAG VAR/Annual change ( )
Provozovatel letisté . . .
Armada Ceskeé republiky / The Armed Forces the Czech Republic
Aerodrome operator
adresa VU 8407
address 197 06 Praha 9 - Kbely
telefon MARO: +420 973 207 177, +420 973 207 162
telephone MTWR: +420 286 851 444, +420 973 333 121
5
telefax MARO: +420 973 207 377
telefax MTWR: +420 973 207 185
SITA PRG KBXH
AFTN TWR: LKKBZTZX
ARO: LKKBZPZX
E-mail maro.ais.lkkb@army.cz
Povoleny druh provozu (IFR/VFR)
6 ) . IFR/VFR
Type of traffic permitted (IFR/VFR)
7 Poznamky Pravidla pro vyuziti tohoto letisté - viz AD 1.1
Remarks Rules for utilization of this aerodrome - see AD 1.1
i"’d Air Navigation Services AMDT 425/23
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AD 2-LKKB-2 AIP
13 JUL 23 Kbely CZECH REPUBLIC
LKKB AD 2.3 PROVOZNi DOBY
LKKB AD 2.3 OPERATIONAL HOURS
Sprava letisté
1 . . H 24
AD Administration
Celni a pasova sluzba
2 o HO
Customs and immigration
Zdravotni a sanitarni sluzba
3 e H 24
Health and sanitation
Letistni letecka informacni sluzba
4 H 24 - MIL AIS
AIS Briefing Office
Ohla$ovna letovych provoznich sluzeb (ARO)
5 . ) H 24 - MIL ARO
ATS Reporting Office (ARO)
Meteorologicka sluzebna a stanice
6 . . H 24
MET Office and Station
Letové provozni sluzby
7 H 24
ATS
8 PInéni H 24 - pouze vojenskym letadlim stata NATO
Fuelling H 24 - for NATO States military aircraft only
Odbaveni letl H 24
9 | Handling VyZaduje se PPR (viz AD 1.1.2.2.1.7)
PPR is required (see AD 1.1.2.2.1.7)
Bezpecnostni slozky
10 . NIL
Security
11 Odstrafiovani namrazy HO - pouze vojenskym letadliim statl NATO
De-icing HO - for NATO States military aircraft only
Poznamky
12 NIL
Remarks

LKKB AD 2.4 SLUZBY A ZARIiZENi PRO POZEMNi ODBAVENIi LETADEL
LKKB AD 2.4 HANDLING SERVICES AND FACILITIES

Zafizeni pro odbaveni nakladu | Vysokozdvizny vozik (2,5t), pasové nakladace (6 m/450 kg), kontejnerové a paletové voziky,
1 | Cargo-handiing facilties vle¢né voziky, tahace (do 120 t)
Fork-lift truck (2,5t), conveyor-belt loaders (6 m/450 kg), container/pallet dollys, baggage cargo
carts, towbar aircraft tractors (up to 120 t)
Druhy paliv a oleju F 34
2 | Euelloil types MS 20 A, ASTO 555, VNIIP-50, IPM-10, CIATIM 201-203, 221 AU, OHASF 41, GLICERIN, LiH,
USsa, MOBIL OIL Il, ASTO 3, ASTO V-100, OTUN 53, ADM 15W/50
Zaftizeni pro plnéni palivem/ Autocisterna / tank truck T 815 CNPL 45/45 000 L,
3 kapacita Autocisterna / tank truck MB Atego 30/30 000 L,
Fuelling facilities/capacity Autocisterna / tank truck LIAZ CNPL 50/50 000 L,
Autocisterna / tank truck T 815 CAPL 16/16 000 L.
Zafizeni pro odstrafiovani Typ zafizeni / type of facility,
4 namrazy Kapacita (odmrazovaci/voda/protinamrazova) / capacity (de-icing/water/anti-icing):
De-icing facilities 1x JBT Aerotech Tempest Il 2650/4500/1500; 1x Sigma Elephant 1500/0/750
Odmrazovaci kapaliny / de-icing fluids: Type | - Kilfrost DF Plus, Type Il - Kilfrost ABC - 3
Hangarovaci prostor pro cizi
5 | letadla NIL
Hangar space for visiting aircraft
Opravarské sluzby pro cizi
6 letadla Omezené, pouze mensi opravy.
Repair facilities for visiting Limited, minor repairs only.
aircraft
. Poznamky PInéni palivem, oleji a odstrafiovani namrazy je zajistovano pouze pro vojenska letadla statil NATO
Remarks Fueling and de-icing is provided for NATO States military aircraft only
AMDT 425/23 e Air Navigation Services
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AIP
CZECH REPUBLIC

AD 2-LKKB-3
Kbely 16 JUN 22

LKKB AD 2.5 ZARIiZENi PRO CESTUJICI
LKKB AD 2.5 PASSENGER FACILITIES

1 Hotely Hotely ve mésté
Hotels Hotels in the city
5 Restaurace Restaurace ve mésté
Restaurants Restaurants in the city
3 Dopravni prostfedky Vefejna doprava BUS/METRO
Transportation Public transport BUS/METRO
4 Zdravotni sluzba Posadkova oSetfovna letisté Kbely
Medical facilities Kbely aerodrome garrison first-aid station
5 Banka a posta Banky a poSty ve mésté
Bank and Post Office Banks and Post Offices in the city
Cestovni kancelar Cestovni kancelafe ve mésté
6 Tourist Office Turist Office in the city
7 Poznamky NIL
Remarks

LKKB AD 2.6 ZACHRANNE A POZARNI SLUZBY
LKKB AD 2.6 RESCUE AND FIRE FIGHTING SERVICES

Kategorie letisté pro ucely zachranné a pozarni
1 sluzby

AD category for fire fighting

CAT 6

Vypro$tovaci zafizeni

TéZky nakladni automobil, vyprostovaci jefab.

2
Rescue equipment Heavy truck, disengage crane.
3 MozZnosti odstranéni nezpusobilych letadel Tézky nakladni automobil, vyprostovaci jefab.
Capabililty for removal of disabled aircraft Heavy truck, disengage crane.
Poznamky
4 NIL
Remarks

LKKB AD 2.7 SEZONNi POUATELNOST - CISTENI
LKKB AD 2.7 SEASONAL AVAILABILITY - CLEARING

Druhy uklidovych prostfedku
1 Types of clearing equipment

Traktorové zametace, zametace letiStni motorové, snéhové radlice, sypa¢
vozovek, rozmetadlo, snéhova fréza, postfikova¢ na odmrazovaci latky

Tractor sweepers, powered airport sweepers, snow-share, road spiller,
scatterer, snow-cuttler, sprinkler on de-icing compounds

Pofadi ocistovani
2 Clearance priorities

1) RWY

2) TWYA, D, E, G, odbavovaci plocha / apron WEST - TWY F
3) TWY B, C

4) ostatni pohybové plochy / other movement areas

Poznamky

Remarks

Zafizeni pro kontinualni méfeni tfeni CFME

Facility for continuous friction measurement CFME

e Air Navigation Services
Pa%as of the Czech Republic
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AD 2-LKKB-4 AIP
29 DEC 22 Kbely CZECH REPUBLIC

LKKB AD 2.8 UDAJE O ODBAVOVACICH PLOCHACH, POJEZDOVYCH DRAHACH A UMIiSTENI
KONTROLNICH BODU
LKKB AD 2.8 APRONS, TAXIWAYS AND CHECK LOCATIONS/POSITIONS DATA

Povrch a tnosnost odbavovacich Odbavovaci plocha / apron WEST asfaltovy beton / asphaltic-concrete PCN 44/F/B/W/T
ploch Odbavovaci plocha / apron MIDDLE beton / concrete PCN 25/R/C/W/T

Odbavovaci plocha / apron EAST beton / concrete PCN 21/R/C/W/T

Odbavovaci plocha / apron SOUTH beton / concrete PCN 21/R/B/W/T

Stani letadel / aircraft stand (14) beton / concrete PCN 21/R/B/W/T

1 Stani letadel / aircraft stand (15) asfaltovy beton / asphaltic-concrete PCN 35/F/B/W/T comp
Stani letadel / aircraft stand (15-1) asfaltovy beton / asphaltic-concrete PCN 32/F/B/W/T comp
Stani letadel / aircraft stand (16) beton / concrete PCN 15/R/C/W/T

Stani letadel / aircraft stand (17) beton / concrete PCN 17/R/C/W/T

Stani letadel / aircraft stand (18) beton / concrete PCN 13/R/C/W/T

Stani letadel / aircraft stand (23) beton / concrete PCN 13/R/D/W/T

Sitka, povrch a Uinosnost TWY A: Sitka/width 15 m, beton / concrete PCN 60/R/A/W/T
pojezdovych drah TWY B: Sitka/width 15 m, beton / concrete PCN 60/R/A/W/T
TWY C: Sitka/width 15 m, beton / concrete PCN 60/R/A/W/T
TWY D: Sitka/width 18 m, asfaltovy beton / asphaltic-concrete PCN 44/F/B/W/T
TWY E: Sifka/width 15 m, asfaltovy beton / asphaltic-concrete PCN 37/F/C/W/T

Apron width, surface and strength

Taxiway width, surface and strength

2 TWY F: Sitka/width 30 m, asfaltovy beton / asphaltic-concrete PCN 44/F/B/W/T
TWY G: Sitka/width 15 m, asfaltovy beton / asphaltic-concrete PCN 29/F/C/W/T
TWY J: Sitka/width 15 m, beton/concrete PCN 27/R/C/W/T
PAD A, beton/concrete PCN 17/R/C/W/T
PAD E, beton/concrete PCN 16/R/B/W/T
Umisténi a nadmorska vyska
kontrolnich bod(l pro nastaveni
3 vySkomaru TLOF H1 ELEV 929 ft/ 283 m
ACL and elevation
4 Umisténi kontrolnich bod VOR/INS NIL
VOR/INS checkpoints
Poznamky TWY A - v Gseku mezi / in segment between THR 24 a/and TWY B PCN 21/R/C/W/T
5 | Remarks TWY J - povolen provoz letadltim do kddového pismene B/ the operation permitted for ACFT up

to code letter B.

LKKB AD 2.9 SYSTEM VEDENI A RiZENi POHYBU NA PLOSE A ZNACENI

LKKB AD 2.9 SURFACE MOVEMENT GUIDANCE AND CONTROL SYSTEM AND MARKINGS

Pouzité znaceni stani letadel, pojezdové
vodici znacky a znaky, visualni navadéci/
parkovaci systém pro jednotliva stani letadel | Stani/ Stands - NIL

Use of aircraft stand ID signs, TWY guide Znaceni stani letadel - Zluté. / Aircraft stand markings - yellow.
lines and marks, visual docking/parking
guidance system of aircraft stands

RWY a TWY - znacky a svételné znaceni RWY:

RWY and TWY markings and LGT Znaceni: Poznavaci, osové, prahové, zaméfovaciho bodu, dotykového pasma,
postranni, drahové

Svételné znacdeni: Postranni drahova navéstidla, prahova naveéstidla, koncova
navéstidla

Markings: Designation, centerline, THR, aiming point, touchdown zone, side stripe

2 Lights: RWY edge, RWY THR, RWY end

TWY:

Znaceni: osové, vyckavaciho mista RWY
Svételné znaceni: postranni navéstidla
Markings: Centerline, RWY holding positions
Lights: Edge lights

3 Stop pficky Na TWY pred vjezdem na RWY — pouze denni znaceni.
Stop bars On TWY before RWY entry — day markings only.
Poznamky

4 Remarks NIL

W8 Air Navigation Services
AMDT 417/22 ’)Yg of the Czech Republic



AIP

AD 2-LKKB-5

CZECH REPUBLIC Kbely 22 FEB 24
LKKB AD 2.10 LETISTNi PREKAZKY
LKKB AD 2.10 AERODROME OBSTACLES
V prostorech priblizeni/vzletu V prostoru priblizeni okruhem a na letisti Poznamky
In approach/TKOF areas In circling area and at AD Remarks
1 2 3
RWY/Prostor Druh piekazky Druh piekazky
ve kterém se Nadmoiska vyska Zem&pisné Nadmoiska vyska Py 3
o s o P A emépisné - A Zemépisné
prekazka Znaceni denni/no¢ni soufadnice Znaceni denni/no€ni soufadnice
nachazi Obstacle type . Obstacle type .
RWY/Area Elevation Sew el Elevation Gew el
affected Markings/LGT Markings/LGT
a b c a b
06 TKOF Zelezniéni nasep / 50 07 35,09 N Véz vodarny / water tower 5007 21,10 N
24 APCH railway embankment 014 3331,09E 1077 ft 014314223 E
919 ft no¢ni znaceni/LGT
bez znaceni / no marking night marking/LGT
06 TKOF Strom u osy RWY/ 50 07 39,12 N Osvétleni APN SOUTH / 50 07 16,11 N
24 APCH tree by RWY centreline 014 33 30,52 E stand lighting APN SOUTH 01432 01,68 E
991 ft 968 ft
bez znaceni / no marking nocéni znaceni/LGT
night marking/LGT
24 TKOF Televizni vysila¢ / 50 04 51,71 N SW okraj vétrolamu / 50 07 00,15 N
06 APCH TV transmitter (Zizkov) 014 27 03,84 E wind-break SW edge 014 3220,25E
1562 ft 1008 ft
denni/no¢ni znaceni/LGT bez znaceni / no marking
day/night marking/LGT
06 TKOF Komin / chimney (Celékovice) 50 09 39,90 N NE okraj vétrolamu / 5007 13,54 N
24 APCH 886 ft 014 44 23,55 E wind-break NE edge 014 33 05,64 E
bez znageni/no marking 1014 ft
bez znaceni / no marking
24 TKOF Véz [ tower (Petfin) 50 04 58,73 N Stied vétrolamu / 50 07 03,80 N
06 APCH 1326 ft 0142329,41E wind-break centre 014 324455 E
denni/nocni znaceni/LGT 998 ft
day/night marking/LGT bez znaceni / no marking
24 TKOF Véz / tower (Petfin) 50 05 00,69 N Komin / chimney (Letrany) 50 07 59,21 N
06 APCH 1293 ft 014234242 E 1054 ft 014 30 58,84 E
nocni znaceni/LGT denni/noéni znaceni/LGT
night marking/LGT day/night marking/LGT
24 TKOF Véz / tower (Strahov) 50 04 47,57 N Komin / chimney 50 04 43,86 N
06 APCH 1372 ft 014 22 33,28 E (Malesice-spalovna) 01432 27,80 E
denni/no¢ni znaceni/LGT 1431 ft
day/night marking/LGT denni/noéni znaceni/LGT
day/night marking/LGT
24 TKOF Svétla stadionu / 5004 51,81 N Komin / chimney (MaleSice - 50 05 04,98 N
06 APCH athletic stadium lights (Strahov) | 014 23 04,17 E teplarna) 014 31 27,24 E

1306 ft

denni/no¢ni znaceni/LGT day/
night marking/LGT

1300 ft

denni/no¢ni znaceni/LGT
day/night marking/LGT

Komin / chimney (Horni
Pocernice)

1096 ft

denni znaceni/lLGT

day marking/ LGT

50 06 05,08 N
014 37 49,81 E

ILS GP/DME
982 ft /299 m

denni a no¢ni znaceni
markings and LGT

5007 24,10N
0143312,10 E

nejvyssi bod
prekazky / top

RL-2000/MSSR-1

50 07 30,44 N

nejvyssi bod

1007 ft/ 307 m 014 32 28,89 E prekéazky / top
denni a no¢ni znaceni
markings and LGT
N Air Navigation Services AMDT 435/24
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AD 2-LKKB-6
23 APR 20

AIP
CZECH REPUBLIC

Kbely

LKKB AD 2.11 POSKYTOVANE METEOROLOGICKE INFORMACE
LKKB AD 2.11 METEOROLOGICAL INFORMATION PROVIDED

Pri¢lenéna meteorologicka sluzebna
Associated MET Office

Letecka meteorologicka sluzebna LKKB
Aeronautical MET Office LKKB

Provozni doba
MET sluzebna poskytujici informace mimo

2 provozni dobu H 24
Hours of service
MET Office outside hours
Sluzebna odpovédna za pfipravu predpovedi TAF
Doba platnosti, interval vydavani LKKB o . .
3 ) . . platnost / validity H24, obména / change period H6,
Off|f;e responglple for TAF prgparatlon (00-24, 06-06, 12-12, 18-18 UTC)
Periods of validity, interval of issuance
Druhy pfistavacich prfedpovédi
Interval vydavani TREND o . .
4 . platnost / validity H2, obména / change period H1/2
Type of landing forecast 0400-2000 UTC
Interval of issuance
Zpusob poskytovani predletové pripravy/ Informace pro vnitrostatni lety jsou k dispozici nepfetrzité a jsou v provozni
konzultace dobé komentovany osobné synoptikem. Dokumentace pro pfedletovou
Briefing/consultation provided pFl’pra\{u a vnitrostétni. lety je. pfedavana do 301minut po objednani, pro
zahrani¢ni lety do 2 hodin po objednani. Komentar je podavan v ¢eském nebo
5 anglickém jazyce.
Information for domestic flights is available continuously. Within hours of
operation synoptic specialist provides the commentary personally. Pre-flight
briefing and domestic flight documentation is provided up to 30 minutes after
request, for international flights up to 2 hours after request. Commentary is
given in Czech or English language.
Letova dokumentace Pro vnitrostatni lety v tabelarni formé, pro zahrani¢ni lety v grafické forme,
Pouzivany jazyk(y) doplnéné vyzadanymi METARy a TAFy.
6 Flight documentation For domestic flights in tabular form, for international flights in graphical form
Language(s) used added with requested METARSs and TAFs.
Cesky, anglicky / Czech, English
Mapy a dalSi informace k dispozici pro pFedietovou | k gigpozici jsou viechny zakladni druhy meteorologickych materialu:
pripravu nebo konzultaci L o . .
7 . . . L All basic kinds of meteorological information available:
Charts and other information available for briefing .
or consultation (viz / see GEN 3.5.4.1)
Pomocné vybaveni k dispozici pro poskytovani
8 informaci Velkoplodné projekéni zafizeni.
Supplementary equipment available for providing | Large-scale projector.
information
Stanovisté ATS kterym jsou poskytovany
9 informace TWR/APP
ATS units provided with information
Doplfujici informace (omezeni sluzby atd.) Meteorologicka sluzebna / MET Office & +420 973 207 172
Additional information (limitation of service, etc.) Meteorologickéa stanice / MET Station @ +420 973 207 168
10 +420 973 207 377

Stala sména HMZ VGHMUF / The Continuous Shift of Hydrometeorological
Support for Office of Military Geography and Hydrometeorology (OMGMH)
@ +420 973 212711, B +420 973 212 712, = +420 973 212 714

AIRAC AMDT 5/20

e Air Navigation Services
DA% of the Czech Republic



AIP AD 2-LKKB-7
CZECH REPUBLIC Kbely 3NOV 22

LKKB AD 2.12 FYZIKALNi VLASTNOSTI DRAH
LKKB AD 2.12 RUNWAY PHYSICAL CHARACTERISTICS

L Zemépisny a Rozméry RWY Unosnost (PCN) Zemépisné T:Lislfl%vzaRmy:'
Oznaceni magneticky Di . £ a povrch RWY a SWY soufadnice THR Fesné bfiblis pr
e : imensions o e el piesné pFiblizeni
Smer RWY SN ([ yoka elipsoldt THR elevation and
RWY NR TRUE & MAG and surface of RWY and THR coordinates highest elevati £ TDZ
BRG (m) SwWY Geoid undulation | oo SEVAIOR O
of precision APP RWY
1 2 3 4 5 6
o 5007 01,90 N
o X . , ,8 ft ,2m
06 | gg; ﬁig 2000 x 49 PCNA‘;Z E//Z Wrg”clsmp. 014 3152,51 E THR 938,8 ft / 286,2
P 146,8 ft / 44,7 m
o 5007 31,93 N
24 | gg? “GAig 2000 x 49 PCNAig E//Z Wr(;t(i::mp. 014332170 E THR 915,8 ft/279,2m
P 146,7 ft/ 44,7 m
Rozméry Rozméry Rozméry pasu
Oznaéeni Skion RWY-SWY SWY cwy RWY Prgsm’
B on g ez
Designations SWY cwYy RWY Strip rekazek Poznamky / Remarks
Slope of RWY-SWY | jiensions | dimensions |  dimensions HELES
RWY NR -
(m) (m) (m)
7 8 9 10 1 12
-0,1% (000 m - 400 m)
-0,2% (400 m - 900 m)
06 -0,1% (900 m - 1200 m) NIL 60 x 150 2120x280 NIL RESA 90 x 120 m
0,0 (1200m - 1700m)
-0,1% (1700 m - 2000 m)
0,1% (000 m - 300 m)
0,0 (300m - 800m)
24 0,1% (800 m - 1100 m) NIL 60 x 150 2120x280 NIL RESA 90 x 120 m
0,2% (1100 m - 1600 m)
0,1% (1600 m - 2000 m)

LKKB AD 2.13 VYHLASENE DELKY
LKKB AD 2.13 DECLARED DISTANCES

Oznaceni RWY TORA TODA ASDA LDA Poznamky
RWY Designator (m) (m) (m) (m) Remarks
1 2 3 4 5 6
06 2000 2060 2000 2000 NIL
24 2000 2060 2000 2000 NIL

2.13.1 VZET Z KRIZOVATKY

2131 INTERSECTION TAKE-OFF
Oznaceni RWY Od TORA TODA ASDA Poznamky
RWY Designator From (m) (m) (m) Remarks
1 2 3 4 5 6
TWY B 413 473 413
06 TWY C 943 1003 943 NIL
TWY D 1518 1578 1518
TWY B 1598 1658 1598
24 TWY C 1068 1128 1068 NIL
TWY D 493 553 493
D"’d Air Navigation Services AIRAC AMDT 10/22
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AD 2-LKKB-8
30 JAN 20

AIP
CZECH REPUBLIC

Kbely

LKKB AD 2.14 PRIBLIZOVACi A DRAHOVA SVETELNA SOUSTAVA
LKKB AD 2.14 APPROACH AND RUNWAY LIGHTING

z S T_‘éh" REDL swy
< z LGT
x5 e THR LGT VASIS TDZ | rozestupy/ LEN RENL a
5 typl/type (MEHT) . rozestupy/ barval LEN Poznamky
g 9 LEN barva/colour LGT | spacing, spacing colour (m) Remarks
i Q y
g z INTST DELATS PAPI N e barvalcolour WBAR | barval
N colour, INTST
o 14 INTST colour
1 2 3 4 5 6 7 8 9 10
06 SALS zelena/green PAPI NIL NIL 2000m /60 m | Cervena/red NIL NIL
420m WBAR NIL vlevo / left bila / white WBAR NIL
LIM 300 FM 1400 m
13,3m /46,6 ft Zluta / yellow
LIH
24 PALS zelend / green PAPI NIL NIL 2000 m /60 m | Eervena/red NIL svételna
CAT | WBAR NIL vlevo / left bila / white WBAR NIL zableskova
SALS vpravo / right FM 1400 m soustava /
910 m 3°00° Zluta / yellow flashing light
LIM, LIH 16,9 m /55,4 ft LiH system
AVBL
LKKB AD 2.15 OSTATNi OSVETLENI, NAHRADNI ZDROJ ELEKTRICKE ENERGIE

LKKB AD 2.15 OTHER LIGHTING, SECONDARY POWER SUPPLY

Umisténi a charakteristika ABN/IBN
1 Provozni doba NIL
ABN/IBN location, characteristics
Hours of operation
UmI’St(?nl’ a osvgtlem’ LDI LDI - NIL
Umisténi a osvétleni anemometru
2 . anemometr:  na urovni bodu dotyku RWY 24/06 osvétlen, na TWR neosvétlen. /
LDI location and LGT ; .
. at touchdown zone of RWY 24/06 lighted, on TWR unlit.
Anemometer location and LGT
Pojezdova postranni navéstidlia a Modra navéstidla, rozestup mezi navéstidly 60 m, v zatackach 11 m, osova fada neni
3 | pojezdové osové fady instalovana;
TWY edge and centre line lighting | Blue lights , interval of lights 60 m, in arches 11 m, centre line - NIL
Nahradni zdroj elektrické energie/ | TWR, ARO / Doba potfebna na pfepnuti: 0 s
4 doba potfebna na prepnuti Pro celou svételnou soustavu / Doba potfebna na prepnuti: do 15 s
Secondary power supply/ TWR, ARO / Switch-over time: 0 sec
switch-over time For complete lighting systém / Switch-over time: max 15 sec
5 Poznamky Cela svételna soustava je zalohovana jednim nahradnim zdrojem elektrické energie
Remarks The entire lighting system is backed up by one secondary power supply
AMDT 374/20 e Air Navigation Services
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AIP
CZECH REPUBLIC

AD 2-LKKB-9
20 MAY 21

Kbely

LKKB AD 2.16 PRISTAVACi PLOCHA PRO VRTULNIKY
LKKB AD 2.16 HELICOPTER LANDING AREA

Zemépisné souradnice TLOF nebo THR
1 FATO

Coordinates TLOF or THR of FATO

TLOF H1 5007 16,60 N 014 32 08,27E
TLOF H2 5007 12,54 N 014 31 56,21E

Nadmorska vyska TLOF a/nebo FATO
2 (m/ft)

TLOF and/or FATO elevation (m/ft)

TLOF H1 929,11ft/283,2m
TLOF H2 934,8ft/284,9m

Rozméry TLOF a FATO,

povrch, unosnost, znaceni

3 TLOF and FATO area dimensions,
surface, strength, marking

TLOF H1 - na kfizovatce/on crossing TWY A, TWY D a/and TWY G, beton/concrete,
PCN 60/R/A/WIT, bily kruh o poloméru 7 m s bilym znagenim H1 / white circle with radius
7 m with white marking H1

TLOF H2 - na kfizovatce/on crossing TWY A a/and TWY F, beton/concrete,
PCN 60/R/A/WIT, bily kruh o poloméru 7 m s bilym zna€enim H2 / white circle with radius
7 m with white marking H2

Zemépisny a magneticky smér FATO

APP and FATO lighting

4 True and MAG BRG of FATO NIL

5 Pouzitelné vyhlasené délky NIL
Declared distance available

6 Svételny systém pro APCH a FATO NIL

7 Poznamky/Remarks

Pozor na blizko zaparkovana letadla. / Caution near-by parking aircraft.

LKKB AD 2.17 VZDUS NY PROSTOR LETOVYCH PROVOZNIiCH SLUZEB
LKKB AD 2.17 ATS AIRSPACE

Oznaceni a vodorovné hranice MCTR KBELY

Designation and lateral limits 5013 28,91 N 01447 41,96 E -

50 09 05,08 N
4958 47,84 N
5000 58,45 N
5003 10,23 N
5004 28,41 N
50 06 53,26 N
5009 16,15 N
50 10 13,99 N
5012 03,80 N
50 10 58,43 N
50 11 33,35N
50132891 N 014474196 E

014 49 43,92 E -
014 37 27,62 E -
014 33 01,14 E -
014 28 30,47 E -
014 25 49,81 E -
014 25 52,39 E -
014 33 43,10 E -
014 33 00,66 E -
014 38 27,78 E -
014 39 21,58 E -
01441 17,44 E -

Vertikalni hranice
Vertical limits

2000 ft AMSL
GND

Klasifikace vzdusného prostoru

Airspace classification D

Volaci znak stanovisté ATS
4 ATS unit call sign
Jazyk(y)/Language(s)

KBELY VEZ / KBELY TOWER
CZ,EN

PFevodni vyska

5 Transition altitude 5000 ft AMSL
Poznamky
6 Remarks NIL

e Air Navigation Services
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LKKB AD 2.18 SPOJOVACI ZARIZENi LETOVYCH PROVOZNICH SLUZEB
LKKB AD 2.18 ATS COMMUNICATION FACILITIES

CEELI Sy Volaci znacka Kmitocet Provozni doba Poznamky
Service . .
designation Call sign Frequency Hours of operation Remarks
1 3 4 :
8,33 kHz Channel
120,880 H24 SRE, SSR k dispozici / AVBL
TWR KBELY VEZ/ 134,730 H 24 zalozni / reserve; 8,33 kHz Channel
KBELY TOWER
121,500 MHz H24 tisfovy kmitoCet / emergency FREQ
243,000 MHz H 24 tisnovy kmitocet / emergency FREQ
8,33 kHz Channel
124,680 H24 SRE, SSR k dispozici / AVBL
zalozni / reserve
APP KBELY RADAR 291,050 MHz H24 pouze pro / only for MIL ACFT
121,500 MHz H 24 tisfovy kmitocet / emergency FREQ
243,000 MHz H24 tisfovy kmitocet / emergency FREQ
8,33 kHz Channel
126,760 H 24 pouze pro / only for MIL ACFT
; ] PAR k dispozici / AVBL
PAR KBELY PRESNY/ zalozni / reserve
KBELY PRECISION 123,300 MHz H24 pouze pro / only for MIL ACFT
zalozni / reserve
315,000 MHz H24 pouze pro / only for MIL ACFT
LKKB AD 2.19 RADIONAVIGACNI A PRISTAVACI ZARIZENI
LKKB AD 2.19 RADIO NAVIGATION AND LANDING AIDS
T Zemépisné Nadmoiska
Druh zafizeni, souradnice mista | vyska vysilaci
a7 [155 AT vysilaci antén :ntén yDME
(VORI/ILS VAR) Kmitoéet doba y y y Poznamky
. ID Site of Elevation of
Type of aid, Frequency Hours of e Remarks
. transmitting DME
SAlCHIES operation antenna transmittin
(VORIILS VAR) 4 9
coordinates antenna
1 2 3 4 5 6 7
5009 09,39 N
NDB KD 300 kHz H24 01438 11,79 E 6502 m k/to THR RWY 24
5007 46,86 N
L K 438 kHz H24 014 34 05,42 E 983 m k/to THR RWY 24
carka-tecka/ 5007 46,93 N
MM 24 dash-dot 75 MHz H24 014 34 05.71 E 989 m k/to THR RWY 24
LOC 24 ILS 5006 57,60 N
CAT1 KD 108,35 MHz H24 | 0143139.77E ILS CAT |
sestupovy uhel 3°
lidepath angle 3°
5007 24,10 N 9
I GP24 333,95 MHz H24 | 01433 12,10 E referencni vyska ILS 52,69 ft
reference ILS height 52,69 ft
108.35 MH 5007 2410 N zafizeni sdruzené s ILS 24
z ) . .
’ ' equipment associated with ILS 24
| DME 24 KD (CH 20¥) H24 | o mioe |1 97Ot quip
dosah / range 25 NM
carky / 5009 09,12N
OM 24 dashes 75 MHz H24 01438 11.43 E 6490 m k/to THR RWY 24
AMDT 435/24 e Air Navigation Services
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