AIP BRNO/Tufany AD 2-LKTB-1
CZECH REPUBLIC 21 MAR 24
LKTB AD 2.1 SMEROVACI ZNACKA A NAZEV LETISTE
LKTB AD 2.1 AERODROME LOCATION INDICATOR AND NAME
LKTB - BRNO/TURANY
Verejné mezinarodni letiSté
Public International Aerodrome
LKTB AD 2.2 ZEMEPISNE A ADMINISTRATIVNi UDAJE O LETISTI
LKTB AD 2.2 AERODROME GEOGRAPHICAL AND ADMINISTRATIVE DATA
Zemépisné soufadnice vztazného bodu letisté a jeho
1 | umisténi 490905N 01641 38E viz mapa AD/see AD Chart
ARP coordinates and site at AD
Smér a vzddlenost letisté od (mésta)
2 — ) . 125° GEO - 7,5 km od HI. nadraz Brno/from Brno main railway station
Direction and distance from (city)
Nadmorska vySka/vztazna teplota
3 ) 778 /237 m / 27,0°C (AUG)
Elevation/Reference temperature
4 MAG deklinace/Ro¢ni zména OF (9023)/ + 9 MIN
I MAG VAR/Annual change SE( V+
Provozovatel letisté -
LETISTE BRNO a.s.
Aerodrome operator
adresa LETISTE BRNO a.s.
address Letisté Brno - Tufany 904/1
627 00 Brno
telefon
5 +420 545 521 111
telephone
telefax
+420 545 216 346
telefax
telex
SITA: BRQCZ7X
telex
AFTN LKTBYDYX
Povoleny druh provozu (IFR/VFR)
6 ) ) IFR/VFR
Type of traffic permitted (IFR/VFR)
Poznamky
7 NIL
Remarks
.'J Air Navigation Services AIRAC AMDT 2/24
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AD 2-LKTB-2 BRNO/Tufany AIP
14 JUL 22 CZECH REPUBLIC
LKTB AD 2.3  PROVOZNi DOBY
LKTB AD 2.3 OPERATIONAL HOURS

! 2Bri\(ljam|?rtlliztt[:ation H24
) Celni a pasovd sluzba Jako spréva AD
Customs and immigration As AD Administration
Zdravotni a sanitérni sluzba Jako spréva AD
3 Health and sanitation As AD Administration
| 4 Letistni leteckd informacni sluzba H 24; Self-briefing pomoci webového rozhrani IBS (http:/ibs.rlp.cz)
| AlS Briefing Office H 24; Self-briefing via IBS system web interface (http://ibs.rlp.cz)
OhlaSovna letovych provoznich sluZeb (ARO)
| ] ) . H 24; CARO PRAHA & +420 220 372 735
ATS Reporting Office (ARO)
T
7 'I&i_tgvé provozni sluzby H 24
8 Plnéni Jako spréva AD
Fuelling As AD Administration
9 Odbaveni letu Jako spréva AD
Handling As AD Administration
10 Bezpecnostni slozky Jako spréva AD
Security As AD Administration
» Odstrafiovani namrazy Jako spréva AD
De-icing As AD Administration
Pozndmky
12 NIL
Remarks
LKTB AD 2.4  SLUZBY A ZARIZENi PRO POZEMNi ODBAVENI LETADEL
LKTB AD 2.4 HANDLING SERVICES AND FACILITIES
Zafizeni pro odbaveni nakladu VlysokozdviZzné voziky (2 t; 3,5 t; 4,5 t; 12 t), pdsové nakladace (9 m/nostnost 200 kg), kontejnerové nakladace
1 Cargo-handling facilities (15 t; 20 1) ,vlecné voziky, kontejnerové voziky.
Fork-lift trucks (2t; 3,5 t; 4,5 1; 12 1), conveyor-belt loaders (9 m/load capacity 200 kg), container loaders (15 t;
20 t), baggage cargo carts, container baggage trolleys.
Druhy paliv a oleju Paliva/Fuels: Jet A1, let. AVGAS 100 LL
2 | Fuel/oil types Oleje/Oils: ~ O/R
SHELL @& +420 545 521 326 & +420 545 521 810
3 Zafizeni pro pInéni palivem/kapacita | Letecky petrolej/Aviation kerosene Jet A-1: 1 x18 000 L, 1 x 50 000 L;
Fuelling facilities/capacity AVGAS: 1 x 3 500 L.
Zafizeni pro odstrariovani ndmrazy | Zafizeni/ Facility Kapacita (odmrazovaci kapalina) / Capacity (de-icing fluid)
4 | De-icing faciities VESTERGAARD ELEPHANT SIGMA 1150 L (Type I) /700 L (Type I1) / 1150 L (voda / water)
DEICER ELEPHANT MY 2000 L (Type 1) /1600 L (Type I1) / 4000 L (voda / water)
Kapaliny / Fluids: Typ | - Safewing MPI LFD 80; Typ Il - Safewing MP Il Flight
5 Hangdrovaci prostor pro cizi letadla | Omezené pro letadla GA - na vyZadani u provozovatele letisté
Hangar space for visiting aircraft Limited for GA aircraft - on request at the aerodrome operator
6 Opravéfské sluzby pro cizi letadla ]| Jen mens$i opravy, montdZni ploSina do 16 m vysky.
Repair facilities for visiting aircraft ]| Minor repairs only, the assembly platform up to 16 m height.
AMDT 410/22 e Air Navigation Services
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AIP BRNO/Tufany AD 2-LKTB-3
CZECH REPUBLIC 100CT 19

LKTB AD 2.4  SLUZBY A ZARIZENi PRO POZEMNI ODBAVENI LETADEL
LKTB AD 2.4 HANDLING SERVICES AND FACILITIES

Poznamky / Remarks Handlingovy agent na letiSti/Handling agent at the airport Brno/Tufany:
LETISTE BRNO a.s. (pro vSechny lety / for all flights)

@ +420 545 521 309, +420 545 521 310

+420 545 216 346

AFTN: LKTBYDYX
SITA: BRQCZ7X

FREQ: 131,805, volaci znak / call sign BRNO HANDLING
g4 handling@airport-brno.cz

LKTB AD 2.5 ZARIZENIi PRO CESTUJICI
LKTB AD 2.5 PASSENGER FACILITIES

Hotely Hotely ve mésté - rezervace dostupnd prostfednitvim provozovatele letiSté.
Hotels Hotels in the city - reservations available through the aerodrome operator.
Restaurace V/ odbavovaci hale

Restaurants In the terminal building

Dopravni prostfedky
Transportation

MHD, taxi, autobus na vyZadani.
Public trasnsport, taxi, bus (shall be ordered in advance).

Zdravotni sluzba
Medical facilities

Nemocnice (12 km)
Hospital (12 km)

Banka a poSta

Bank and Post Office

Uradovny bank a posty ve mésté,
Sméndrna v odbavovaci hale - provoz. doba jako sprava AD.

Bank and Post Office in the city,
Exchange Office in the terminal building. Open within AD HR.

LKTB AD 2.6

Cestovni kancelar Ve mésté
Tourist Office In the city
Pozndmky
NIL
Remarks
LKTB AD 2.6 ZACHRANNE A POZARNI SLUZBY

RESCUE AND FIRE FIGHTING SERVICES

Kategorie letiSté pro lcely zachranné a poZérni sluzby
AD category for fire fighting

CAT7

VlyproStovaci zafizeni
Rescue equipment

Hydraulickéd vyproStovaci souprava, 2x rozbru$ovaci pila, motorovd pila, mecova pila.
Hydraulic salvage set, 2x abrasive saws, chainsaw, sword-type saw.

MozZnosti odstranéni nezpusobilych letadel
Capabililty for removal of disabled aircraft

K dispozici na vyZadani u provozovatele letiSté.
Available on request at the aerodrome operator.

Pozndmky
Remarks

NIL

e Air Navigation Services
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AD 2-LKTB-4 BRNO/Tufany AIP
21 MAR 24 CZECH REPUBLIC
LKTB AD 2.7 HODNOCENI A HLASENI STAVU POVRCHU DRAHY A SNEHOVY PLAN

LKTB AD 2.7 RUNWAY SURFACE CONDITION ASSESSMENT AND REPORTING AND SNOW PLAN

Typ(y) odklizeciho zafizeni

Type(s) of clearing equipment

Letisté pouZitelné celorocné
5 vozidlovych pluhu, 5 zameta€u-ofukovacdu, 2 snéhové frézy, 2 sypace-rozmetadla,
3 snéhové radlice, 1 kropici vozidlo na chemické oSetfeni

Year-round usable airport
5 snow-ploughs, 5 sweepers-blowers, 2 snow cutters, 2 sanders-gritters, 3 snow shares,
1 sprinkle truck for chemical treatment

Priority odklizenf

RWY MIN. Sitka 45 m soumérné od osy, TWY B a/nebo TWY C, APN STRED a/nebo APN
ZAPAD, TWY A mezi THR RWY 09 a THR RWY 27, ostatni TWYs a APN VYCHOD, ostatni
komunikace a plochy.

2
Clearance priorities RWY MIN. width 45 m symmetrically of centreline. TWY B and/or TWY C, APN MIDDLE
and/or APN WEST, TWY A between THR RWY 09 and THR RWY 27, other TWYs and APN
EAST, other movement areas.
3 PouZiti materidlu pro dpravu povrchu pohybovych ploch KFOR
Use of material for movement area surface treatment
A Specidlné upravené zimni drahy NIL
Specially prepared winter runways
Pozndmky Nezpevnéné plochy (RWY 08/26, TWY W) nejsou v zimnim obdobi udrZovany a v pfipadé
5 jejich nezpusobilosti jsou uzavieny pro pojizdéni letadel.
Remarks Unpaved areas (RWY 08/26, TWY W) are not maintained in winter season. They are
closed for taxiing in case of their unserviceability.
LKTB AD 2.8 UDAJE 0 ODBAVOVACICH PLOCHACH, POJEZDOVYCH DRAHACH A UMISTENi KONTROLNICH BODU
LKTB AD 2.8  APRONS, TAXIWAYS AND CHECK LOCATIONS/POSITIONS DATA
Povrch a tinosnost odbavovacich ploch APN V\'(QHOD: beton PCN 43/R/A/XIT
APN STBED: beton PCN 28/R/A/X/T
APN ST,RED - zdpadni ¢4st pfed TWR: beton PCN 49 R/C/W/T
APN ZAPAD - jizni Cést: beton PCN 72 R/A/W/T
APN ZAPAD - severni ¢ast: asfalt PCN 45 F/A/X/IT
APN ZAPAD - TAXI STRIP GA: asfalt PCN 16 F/C/X/T
’ APN ZAPAD - STANDS GA: asfalt PCN 16 F/C/X/T
Apron surface and strength APN EAST: concrete PCN 43/R/A/XIT
APN MIDDLE: concrete PCN 28/R/A/XIT
APN MIDDLE -west part in front of TWR: concrete PCN 49 R/C/W/T
APN WEST - south part: concrete PCN 72 R/A/W/T
APN WEST - north part: asphalt PCN 45 F/A/X/T
APN WEST - TAXI STRIP GA: asphalt PCN 16 F/C/X/T
APN WEST - STANDS GA: asphalt PCN 16 F/C/X/T
Sitka, povrch a tinosnost pojezdovych drah TWY A od THR RWY 09 po TWY B: 22m beton PCN 27/R/B/X/T
TWY A od THR RWY 27 po Apron
VYCHOD: 22m beton PCN 27/R/B/X/T
TWY A mezi TWY B a TWY D: 18 m beton PCN 72/R/A/W/T
zbyvajici TWY A: 18 m beton PCN 27/R/B/X/T
TWY B 23 m beton PCN 72/R/A/W/T
TWYC,D, E 22m beton PCN 27/R/B/X/T
TWY F 12m asfalt 5700 kg/1,50 MPa
TWY v nouzovém pdsu:
) TWY W 20m trava 5700 kg/1,50 MPa
Taxiway width, surface and strength TWY A from THR RWY 09 to TWY B: 22m concrete PCN 27/R/B/X/T
TWY A from THR RWY 27 to Apron
EAST: 22m concrete PCN 27/R/B/X/T
TWY A between TWY B and TWY D: 18 m concrete PCN 72/R/A/W/T
the rest of TWY A: 18 m concrete PCN 27/R/B/X/T
TWY B 23m concrete PCN 72/R/A/W/T
TWYs C, D, E 22m concrete PCN 27/R/B/X/T
TWY F 12m asphalt 5700 kg/1,50 MPa
TWYs in an emergency strip
TWY W 20m grass 5700 kg/1,50 MPa
AIRAC AMDT 2/24 e Air Navigation Services
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CZECH REPUBLIC

BRNO/Turany

AD 2-LKTB-5
21 MAR 24

LKTB AD 2.8  UDAJE 0 ODBAVOVACICH PLOCHACH, POJEZDOVYCH DRAHACH A UMISTENi KONTROLNICH BODU
LKTB AD 2.8 APRONS, TAXIWAYS AND CHECK LOCATIONS/POSITIONS DATA
Umisténi a nadmofska vySka kontrolnich bodu pro Umistént: Odbavovaci plocha Stred
3 nastaveni vySkoméru ELEV: 781 ft /238 m
ACL and elevation Location: Apron Middle
Elevation: 781 ft/238 m
Umisténi kontrolnich bodu VOR/INS quépisné soufadnice mista pro sefizeni INS, stfedy odbavovacich ploch:
ZAPAD 490917 N 164117 E
STRED 490915N 164136 E
VYCHOD 490911 N 164229 E
A Poloha mista pro pfezkouSeni zafizeni VOR neni stanovena.
VOR/INS checkpoints Coordinates of INS checkpoints, the middle points of Aprons:
WEST 490917 N 164117 E
MIDDLE 490915N 164136 E
EAST 490911 N 164229E
VOR checkpoint is not defined.
5 Poznamky/Remarks Délka TWY F je vymezena TWY A a vjezdem do pakovaciho aredlu Sever.
The length of TWY F is determined by TWY A and an entry to the parking area North.
LKTB AD 2.9 SYSTEM VEDENI A RiZENi POHYBU NA PLOSE A ZNACGENI
LKTB AD 2.9 SURFACE MOVEMENT GUIDANCE AND CONTROL SYSTEM AND MARKINGS
PouZité znaceni stani letadel, pojezdové vodici znacky a | Znaceni stani a pojizdéni na Aron Stfed. Prosvétlené znaky na RWY 09/27 a na TWYs A,
visudlni navédéci/parkovaci systém pro jednotlivd sténi | B, C, D, E. Reflexni znaky na RWY 08/26 a na TWYs F, W.
] letadel Parkovani letadel na odbavovacich plochach zajiStuje fidici odbavovaci plochy.
Use of aircraft stand ID signs, TWY guide lines and Aircraft stand ID signs and guide lines at Apron Middle. Luminouse marks on RWY 09/27
visual docking/parking guidance system of aircraft and TWYs A, B, C, D, E. Reflexive marks on RWY 08/26 and TWYs F, W.
stands ACFT parking at the aprons is ensured by signalman.

RWY a TWY - znacky a svételné znaceni RWY 09/27 - znaéeni: poznavaci, osové, prahové, dotykového pdsma, postranni drahové.
Postranni drdhové fady (RWY 09 a RWY 27 - W VRB LIM LAST 600 m Y),
prahové svételné pricky, koncové svételné pFicky.

RWY 08/26: prahové a postanni znatky dle pfedpisu L 14.

TWY A, B, C, D, E: osové znaceni, znaky a znaceni na vSech kfizenich TWY/RWY.
Postranni ndvéstidla TWY - viz LKTB AD 2-19-1.

TWY B ORANGE: na TWY B a na TWY A podél APN W a na APN W je provedeno
nestandardni znageni oranZové barvy

TWY F: 0sové znaceni.

TWY W (trava): pojezdové postanni znacky - kuZel oranZovo/bily,
znacky vyckdvacich mist na kfizeni TWY/RWY 08/26 a 09/27

9 VyEkavaci plocha (trava): postranni znatky modré reflexni.

RWY and TWY markings and LGT RWY 09/27 - markings: Designation, centre line, threshold, touchdown zone, side stripe.
Runway edge lights (RWY 09 and RWY 27 - W VRB LIM LAST 600 m Y),
RWY THR lights, RWY end lights.

RWY 08/26 (grass): Threshold and side stripe marking in accordance with Annex 14.
TWYs A, B, C, D, E: Centre line, marking at all intersections of TWY/ RWY.
Taxiway edge lights - see LKTB AD 2-19-1.
TWY B ORANGE: on TWY B and on TWY A along APN W and on APN W non-standard
marking of orange colour is done
TWY F: Centre line.
TWY W (grass): Taxiway edge markings - a cone orange/white,
marking of holding positions on intersections TWY/RWY 08/26 and 09/27
Holding bay (grass): Side stripe markings - reflexive blue colour
Stop pfick
3 PPy NIL
Stop bars
Poznamky Pomdcky k uréeni mista: Népis BRNO na odbavovaci budové a ndpis Brno/LKTB na
kominu teplarny.
4 Ukazatelé a ndvésti: Ukazatel sméru vétru - osvétleny, navéstni svétlometka.
Remarks Visual AIDS to location:  Sign Brno on the terminal building and sign Brno/LKTB on the
boiler-house’s chimney.
Indicator and signalling devices: WDI - lighted up, signal lamp.
i"’ Air Navigation Services AIRAC AMDT 2/24
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AD 2-LKTB-6
22 FEB 24

BRNO/Turany

AIP

CZECH REPUBLIC

LKTB AD 2.10 LETISTNi PREKAZKY
LKTB AD 2.10 AERODROME OBSTACLES

V prostorech pfriblizeni/vzletu V prostoru pribliZeni okruhem a na letisti Poznamky
In approach/TKOF areas In circling area and at AD Remarks
1 3
Druh prekazky Druh prekazky
RWY/Prostor ve kterém se Navdm'o rskav’yskg . L Na,d m9rska ‘,'Vs'(,a . o
Ly . Znaceni denni/no€ni Zemeépisné souradnice Znaceni denni/no€ni Zemeépisné soufadnice
prekazka nachazi . ;
RWY/Area affected Obstacle.type Coordinates Ohslaclellype Coordinates
Elevation Elevation
Markings/LGT Markings/LGT
a b c a b
27 a/and 26 L/APCH Anténa/Antenna ILS/GP 49085525N StoZary osvétleni/Masts | 1. 490918 N NIL
09 a/and 08 R/TKOF 824 ft/251,2 m 016 42 27,41E 845,62 ft/258 m 0164107 E
LGTD LGTD 2. 490918N
Anténa/Antenna VOR/DME | 49 09 00,23 N 01641 10E
800 ft/244 m 0164133,29F 3. 490917N
LGTD 0164116 E
4. 490919N
01641 13 E
27 a/and 26 R/APCH Budova TWR-building 490916,36 N StoZary osvétleni/Masts | 1. 4909 15N
09 a/and 08 L/TKOF 856,43 ft/261,21 m 016 41 23,57 E 834,45 ft/254,6 m 0164122 E
LGTD LGTD 2. 490915N
01641 25E
3. 490914N
0164128 E
4. 490914N
0164116 E

LKTB AD 2.11 POSKYTOVANE METEOROLOGICKE INFORMACE

LKTB AD 2.11 METEOROLOGICAL INFORMATION PROVIDED

PFisluSnd meteorologicka sluzebna
Associated MET Office

BRNO/Tufany

Provozni doba

2 dobu

Hours of service
MET Office outside hours

MET sluZebna poskytujici informace mimo provozni

H 24

SluZebna odpovédna za pfipravu pfedpovédi TAF
Obdobi platnosti, interval vyddvéni

Office responsible for TAF preparation
Periods of validity, interval of issuance

PRAHA

24 HR, vydéavan kazdych / issued at intervals of 6 HR v / at 0500, 1100, 1700, 2300.

Druhy pfistavacich predpovédi
Interval vydavdni

Type of landing forecast
Interval of issuance

NIL

Zpusob poskytovéni briefingu/konzultace
5 | Briefing/consultation provided

Self-briefing pomoci webového rozhrani IBS (http:/ibs.rlp.cz), nebo telefonicky.
(viz GEN 3.5.4)

Self-briefing via IBS system web interface (http:/ibs.rlp.cz) or by phone. (See GEN 3.5.4)

Letovd dokumentace
PouZivany jazyk(y)

Viz Fédek 5

Anglicky, esky (viz GEN 3.5.4)

6
Flight documentation See line 5
Language(s) used English, Czech (See GEN 3.5.4)
AMDT 435/24 N Air Navigation Services
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AIP
CZECH REPUBLIC

BRNO/Turany

AD 2-LKTB-7
21 MAR 24

LKTB AD 2.11 POSKYTOVANE METEOROLOGICKE INFORMACE
METEOROLOGICAL INFORMATION PROVIDED

LKTB AD 2.11

Mapy a dalSi informace k dispozici pro briefing nebo
konzultaci

Charts and other information available for briefing or
consultation

V$echny standardni W/T, SW mapy, mapy relativni vihkosti a produkty z WAFS, déle
mapy W/T 2000 ft a W/T 3000 ft, SWL mapa, OPMET data.

All standard WAFS charts (W/T, SW, Relative humidity) and products, plus W/T 2000 ft,

W/T 3000 ft, and SWL chart, OPMET data.

Pomocné vybavenik dispozici pro poskytovéni informaci

8 Supplementary equipment available for providing
information

NIL

Stanovisté ATS kterym jsou informace poskytovény
ATS units provided with information

ACC Praha, TWR

10

Doplriujici informace (omezeni sluZby atd.)
Additional information (limitation of service, etc.)

Brno

B/E +420 545 216 487, & +420 604 210 865

LKTB AD 2.12 FYZIKALNI VLASTNOSTI DRAH
LKTB AD 2.12 RUNWAY PHYSICAL CHARACTERISTICS

Oznadeni . Unosnost (PCN) | Zemeépisné soufadnice | THR ELEV a nejvy3si ELEV TDZ
Designation Zemépisnja_ Rozmery RWY a povrch RWY a SWY ~THR RWY pro pFesné pfiblizeni
magneticky smér Dimensions of RWY Strength (PCN) ViySka elipsoidu THR elevation and highest
RWY TRUE & MAG BRG (m) and surface of RWY THR coordinates elevation of TDZ of precision
NR and SWY Geoid undulation LUl
1 2 3 4 5 6
098° GEO PCN 48/R/A/X/T 1909 1034 N
09 2650x60 01640 33,13 E THR 764 ft / 233 m
| 092° MAG beton/concrete 147 /45 m
0 4908 59,12 N
. 278° GEO 2650x60 PCN 48/R/A/X/T 01642 42.83 F THR 770,6 ft / 234,9 m
| 272° MAG beton/concrete 1453 /443 m TDZ 768 ft/ 234 m
098° GEO 5700 kg/ (1,50 MPa) 4909 04,65 N
08 | 0920 MAG 800 x 30 rava/grass 015 41 08,65 £ THR 774 1t/ 236 m
278° GEO 5700 kg/ (1,50 MPa) 490901,28N
26 | 2720 WG 800 x 30 wavalgrass 016 41 47 54 E THR 764 ft /233 m

Pozndmka: U RWY 09 je od 0,0 km do 0,59 km beton v Sifce 46 m - tinosnost PCN 40/R/A/X/T. Po jeho obou strandch méné tinosné Ziviéné pdsy, Siroké 7 m.

NOTE: ~ On RWY 09 - section from 0,0 km to 0,59 km there is a concrete part 46 m wide, strength PCN 40/R/A/X/T. On each side of the concrete part there
are 7 m wide bituminous shoulders of lower strength.
i"’ Air Navigation Services AIRAC AMDT 2/24
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AD 2-LKTB-8 BRNO/Tufany AIP
8 SEP 22 CZECH REPUBLIC
_ . . Rozmeéryvzletového | Prostor
Rozméry SWY Rozméry CWY ol o
UEELT] Skion RWY-SWY oy % eV EAT | a pristavaciho pésu | bez Poznamky
Designation SWY dimensions | CWY dimensions - . Fekazek
RWY NR Slope of RWY-SWY Strip dimensions | prekaze Remarks
(m) (m) (m) 0FZ
7 8 9 10 11 12
+0,64% /- 0,35% / + 0,34% RESA o
| 09 662,50 m 1325,00 m 662,50 m NIL 300x150 2770x280 NIL | p40x120 | Nouzovy pas/
0,34% / +0,35% / - 0,64% RESA Emergency strip
“U,0870 [ 41,0970 /- U057 1500x100 m
| 27| 662,50 m 1325,00m 662,50 m NIL 300x150 2770x280 NIL™ 1 240x120
RWY 08/26 se nachdzi uvnitf
-0,35% nouzového pasu
08 800 m NIL 60x80 920x80 NIL | Rwy 08/26 is located inside
of the emergency strip
Osovd vzdalenost od RWY 09/
+0,35% 27 je 80 m/ a centreline
26 800 m NIL 60x80 920x80 NIL- | dgistance from RWY 09/27 is
80m
LKTB AD 2.13 VYHLASENE DELKY
LKTB AD 2.13 DECLARED DISTANCES
Oznaéeni RWY TORA TODA ASDA LDA Poznamky
RWY Designator (m) (m) (m) (m) Remarks
1 2 3 4 5 6
09 2650 2950 2650 2650 NIL
27 2650 2950 2650 2650 NIL
08 800 860 800 800 NIL
26 800 860 800 800 NIL
2.13.1 VZLET Z KRIZOVATKY
2.13.1 INTERSECTION TAKE-OFF
Oznaceni RWY od TORA TODA ASDA Poznamky
RWY Designator From (m) (m) (m) Remarks
1 2 3 4 5 6
09 TWY B 2000 2300 2000 DAY ONLY
TWY C 1465 1765 1465 DAY ONLY
TWY E 2137 2437 2137 DAY ONLY
07 TWY D 1662 1962 1662 DAY ONLY
TWY C 1206 1506 1206 DAY ONLY
TWY B 673 973 673 DAY ONLY
AMDT 412/22 !’ Air Navigation Services
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AIP BRNO/Tufany AD 2-LKTB-9
CZECH REPUBLIC 21 JUN 18
LKTB AD 2.14 PRIBLIZOVACi A DRAHOVA SVETELNA SOUSTAVA
LKTB AD 2.14 APPROACH AND RUNWAY LIGHTING
Oznace- APCH REDL
niRWY | LGT LB VASIS 0z RCLL LEN pene | SWYLET | posngm.
barva/ (MEHT) LEN, rozestupy/ . LEN (m)
RWY typ/type LGT | rozestupy/ spacing, | barva/colour ky
. colour spacing, barva/colour, barva/
Desig- LEN WBAR PAPI LEN INTST barva/colour WBAR colour | Emarks
nator | INTST INTST
1 2 3 5 6 7 8 9 10
09 SALS zelend/green | PAPI NIL W VRB LIH cervend/red | NIL NIL
420 m LIM 391 MEHT LAST600 m Y LIH/LIM
LM | 74,47 22,7 m
1 pfitka/
crosshar
300 m
pred/in
front of
THR
27 PALS zelend/green | PAPI NIL W VRB LIH Gervend/red | NIL Sequence
LIH/LIM LIH/LIM 391 MEHT LAST600 mY LIH/LIM Flash/
CAT I 45,0 ft/13,7 m Svételnd
zableskové
soustava
AVBL
LKTB AD 2.15 OSTATNi OSVETLENi, NAHRADNI ZDR0OJ ELEKTRICKE ENERGIE
LKTB AD 2.15 OTHER LIGHTING, SECONDARY POWER SUPPLY
Umisténi a charakteristika ABN/IBN
Provozni doba
1 ) . NIL
ABN/IBN location, characteristics
Hours of operation
Umisténi a osvétleni LDI LDI - NIL, pouze WDI (viz mapa AD)
5 Umisténi a osvétleni anemometru Anemometr - vpravo RWY 27 LGTD
LDl location and LGT LDI - NIL, only WDI (see AD Chart)
Anemometer location and LGT Anemometer - right of RWY 27 LGTD
PO.jEZdOVE,i postr’azml ndvéstidia a postranni navéstidla TWY - modrd
3 pojezdové osové fady
TWY edge and centre line lighting taxiway edge lights blue
Nahradmvzdrol] elektvncke elnerg|e/ nezdvisly pfivod 22 KV / do 1 s
A doba potfebna na pfepnuti
Secondary power supply/ )
switch-over time independent power supply 22 kV /upto1s
Pozndmky
5 NIL
Remarks
!’ Air Navigation Services AMDT 350/18
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LKTB AD 2.16 PRISTAVACI PLOCHA PRO VRTULNIKY
LKTB AD 2.16 HELICOPTER LANDING AREA

Zemépisné soufadnice TLOF nebo THR FATO | TLOF 1 490917,58 N 016 41 02,35 E; TLOF 2 4909 17,42 N 016 40 48,21 E;
Coordinates TLOF or THR of FATO FATO 1 4909 11,27 N 016 41 06,25 E; FATO 2 4909 09,01 N 016 41 32,38 E;
FATO 3 490913,31 N0164117,97 E.
Nadmorska vySka TLOF a/nebo FATO (M/FT) | TLOF1 786 ft/239m; TLOF2  771ft/235m;
TLOF and/or FATO elevation (M/FT) FATO1 778ft/237m; FATO2 778ft/237m; FATO3 785ft/239m.
Rozméry TLOF a FATO, TLOF 1 Na TWY F, asfalt, 5700 kg / 1,5 MPa, bily Ctverec o délce strany 10 m.
povrch, tinosnost, znaceni TLOF2  Parkovaci aredl SEVER, asfalt, 5700 kg / 1,5 MPa, bily &tverec o délce strany 10 m.
FATO 1 Na TWY B, beton, PCN 72 R/A/W/T, bild pferuSovana kruZnice o pruméru 22 m,
bily rovnostranny trojuhelnik s bilym pismenem H.
FATO 2 Na TWY C, beton, PCN 27 R/B/X/T, bila pferuSovand kruznice o pruméru 22 m,
bily rovnostranny trojihelnik s bilym pismenem H.
FATO 3 Na TWY A, beton, PCN 72 R/A/W/T, bily pferuSovany obrazec o pruméru 28 m,
bily rovnostranny trojdhelnik s bilym pismenem H.
TLOF and FATO area dimensions, TLOF 1 On TWY F, asphalt, 5700 kg / 1,5 MPa, white square with a side length of 10 m.
surface, strength, marking TLOF2  Parking area NORTH, asphalt, 5700 kg / 1,5 MPa, white square with a side length of 10 m.
FATO 1 On TWY B, concrete, PCN 72 R/A/W/T, white dashed circle with a diameter of 22 m,
white equilateral triangle with white letter H.
FATO 2 On TWY C, concrete, PCN 27 R/B/X/T, white dashed circle with a diameter of 22 m,
white equilateral triangle with white letter H.
FATO 3 On TWY A, concrete, PCN 72 R/A/W/T, white dashed pattern with a diameter of 28 m,

white equilateral triangle with white letter H.

Zemépisny a magneticky smér FATO
True and MAG BRG of FATO

FATO 1, FATO 2 pribliZeni / approach: 98°/278° GEO; 092°/272° MAG
vzlety / take off: 98°/278° GEO; 092°/272° MAG

FATO 3 pribliZzeni / approach: 069°, 309° GEO; 063°, 303° MAG
vzlety / take off: 129°, 249° GEO; 123°, 243° MAG
PouZitelné yyhlééené Qélky NIL
Declared distance available
Svételny systém pro APCH a FATO NIL

APCH and FATO lighting

Pozndmky
Remarks

FATO 1, FATO 2 pouZitelné pouze pro VFR den. / usable VFR day only.
FATO 3 pouze pro vrtulniky Policie CR nebo HEMS / for helicopters of Police CR or HEMS only.

TLOF 1 pouze pro vrtulniky parkujici v parkovacim aredlu SEVER; ostatni vrtulniky parkovani na
odbavovacich plochdch dle pokynu fidiciho odbavovaci plochy. / only for helicopters parked in the
parking area NORTH; other helicopters parking on aprons according to authorised signalmen
instructions.

TLOF 2 pouze pro vrtulniky HEMS. / for HEMS helicopters only.

AIRAC AMDT 2/24
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LKTB AD 2.17 VZDUSNY PROSTOR LETOVYCH PROVOZNICH SLUZEB
LKTB AD 2.17 ATS AIRSPACE

Oznaceni a vodorovné hranice
Designation and lateral limits

CTR TURANY:
491320N 01633 05E -

kruhovy oblouk 7 NM/13 km kolem ARP AD LKTB do/circular arc 7 NIM/13 km around ARP AD LKTB to

491056 N 0165159 E -
491031 N 01657 11 E -
490510 N 01656 08 E -
490535N 0165057 E -

kruhovy oblouk 7 NM/13 km kolem ARP AD LKTB do/circular arc 7 NM/13 km around ARP AD LKTB to

490715N 0163116 E -
4907 49N 01626 41 E -
491420 N 016 27 57 E -
491320 N 0163305 E

9 Vertikdlni hranice 2500 ft AMSL
Vertical limits GND
Klasifikace vzdu$ného prostoru

3 ) e D
Airspace classification
Y;Z'aﬁ'( Z)”ak stanovisté ATS TURANY VEZ/ TURANY TOWER

4 - TURANY GROUND
ATS unit call sign

CZ, EN
Language(s)
Prevodni vySka

5 Transition altitude 5000 ft AMSL
Pozndmky

6 Remarks NIL

LKTB AD 2.18 SPOJOVACI ZARIZENI LETOVYCH PROVOZNICH SLUZEB
LKTB AD 2.18 ATS COMMUNICATION FACILITIES

Oznaéeni sluzby Volaci znatka Kmitoget Provozni doba Poznamky
Service designation Call sign Frequency Hours of operation Remarks
1 2 3 4 5
127,350 MHz H 24 VDF k dispozici / AVBL,TAR k dispozici / AVBL.SSR k dispozici / AVBL.
APP PRAHA RADAR 124,050 MHz HO zalozni / reserve
121,500 MHz H 24 Tisriovy kmitocet / Emergency FREQ
TURANY VEZ/ 119.605 H 24 8,33 kHz Channel,
TURANY TOWER ’ VDF k dispozici / AVBL, TAR k dispozici / AVBL.SSR k dispozici / AVBL.
TWR ] 8,33 kHz Channel,
TURANY GROUND 125,430 HO Pfed navazanim spojeni s GROUND zkontrolujte ATIS pro pouZivanou
FREQ. / Monitor ATIS prior to contacting GROUND for FREQ in use.
121,500 MHz H 24 Tisriovy kmitocet / Emergency FREQ
8,33 kHz Channel,
Vysilani v anglickém jazyce/Broadcast in English language
ATIS TURANY ATIS 131,105 H24 Informace ATIS Ize ziskat i na telefonnim Cisle 545521222.
ATIS information is possible to obtain even on telephone number
+420 545521222.

X
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LKTB AD 2.19 RADIONAVIGACNI A PRISTAVACI ZARIZENI
LKTB AD 2.19 RADIO NAVIGATION AND LANDING AIDS

Druh zafizeni GBAS
(ILS CAT) ELEV Polomér
(MAG Odchylka) D Kmitocet Provozni DME pokryti
(VOR Deklinace) (CH) doba Souradnice antény sluzby Poznamky
Type of aid D Frequency Hours of Coordinates ELEV of GBAS Remarks
(ILS CAT) (CH) operation DME Service
(MAG Variation) antenna| Volume
(VOR Declination) Radius
1 2 3 4 5 6 7 8
Chranény dosah / VySka
VOR/DME
80 NIM/50 000 ft
(MAG: 5°E / 2020) BNO 114,450 MRz H 24 490900,23 N 800 ft - ) )
(VOR: 5°) (CH91Y) 016413329E Protection range / Altitude
' 80 NM/50 000 ft
LOC 27
(CAT 1/C/2) BO 111,500 MHz H 24 (;119604?011149723NE - - LOC Course 273° MAG
(MAG: 5°E / 2020) ’
4908 55,25 N ) )
GP 27 - 332,900 MHz H 24 016 42 27 41 E GP 3°ILS RDH 46,6 ft
111,500 MHz 4908 55,25 N ) Dosah 25 NM
DME 27 BO (CH 52) H24 1 gigaporare | /80T Range 25 NM
0,57 NM k THR RWY 27
tecka, Carka 4908 54,83 N ) ) _
MM dot, dash 75 MHz H24 01643 3413 E 0,57 NM to THR RWY 27
0,57 NM k THR RWY 27
L B 4908 54,65N Dosah 25 NM
429 kH H 24 ' - -
(MAG: 5°E /2020) | (Borek) I kiiz 016433423 E 0,57 NM to THR RWY 27
Range 25 NM
viztabulka 2.18/ 4908 55,42 N ) )
VDF i see table 2.18 HO 016 42 09,65 E
AMDT 414/22 !’ Air Navigation Services
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